
Kenora

KE55150 – Cottontail

KE55151 – Cream

KE55167 – Classic Black

KE55169 – Garnet

KE55171 – Paprika

KE55168 – Evergreen

KE55162 – Nightfall

KE55157 – Espresso

KE55173 – Chestnut

KE55170 – Marsh

KE55165 – Winter Dusk

KE55155 – Hazel

KE55154 – Cinnamon

KE55172 – Mustard

KE55164 – Silver Birch

KE55153 – Cardamom

KE55152 – Ambrosia

KE55166 – Cinder
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Kenora

Description	 Kenora is a dyed through corrected grain leather with  
	 a consistent appearance and nice hand. The leather is  
	 durable and suitable for high traffic areas.

Raw Material	 European Cattle

Finish	 Pigmented 

Specifications

Performance Characteristics 

Flexing Resistance (ISO 5402) 	 50,000 Cycles  

Colorfastness to Light (ISO 105-B02) 	 5 

Colorfastness to Rubbing (ISO 11640)  	 dry - 4/5 
                                                                  	 wet - 4/5

Tear Strength (ISO 3377-1)  	 15 N  

Finish Adhesion (ISO 11644)  	 3.5 N/cm  

Thickness (ISO 2589)  	 1.1 – 1.3 mm  

Flammability 

CAL TB 117-2013 	 Passes 

Dye lots may vary slightly from samples shown.

Color Assessement 

Daylight source D65, closely corresponding to CIE, Standard light D65  

Visit Material Bank 
to Order Samples


